
MACFIT WC Connectors SECTION 5

75

Straight
97-107mm Inlet
4"/110mm Outlet

Code MAC-1

Straight
97-107mm Inlet
31/2"/90mm Outlet

Code MAC-3

Straight
97-107mm Inlet
3"/75mm Outlet

Code MAC-3C

20mm Offset
97-107mm Inlet
4"/110mm Outlet

Code MAC-4

40mm Offset 
97-107mm Inlet
4"/110mm Outlet

Code MAC-4A

Straight Extension
Adjustable Length
4"/110mm Outlet

Code MAC-EXTA

Straight Extension
Adjustable Length
31/2"/90mm Outlet

Code MAC-EXTB

Straight Extension 
Adjustable Length
3"/75mm Outlet

Code MAC-EXTC

Linking Connector
Adjustable Length 
(Polypropylene)

Code MACLINK14° Angle 
97-107mm Inlet
4"/110mm Outlet

Code MAC-7A

90° Bend 
97-107mm Inlet
4"/110mm Outlet 

Code MAC-8

90° Bend (Long) 
97-107mm Inlet
4"/110mm Outlet 

Code MAC-8L
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� Connector can be used where the soil pipe has 
already been installed with only the final fixing of 
the WC pan to be connected

� Soft synthetic rubber inlet connection secured 
by a worm drive hose clip provides a secure and 
reliable connection to the WC pan spigot

Overall length of 
connector 88mm
97-107mm Inlet -
4"/110mm Outlet

Code MAC-1-BTW

Short Straight Connector


